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Administración de las Obras Sanitarias del Estado

Montevideo, 11 de Noviembre de 2019.
Licitación Pública No. 19952.

 “Construcciones edilicias y equipamientos varios en Local Edificio Unión

 Montevideo”.

Comunicado N°14





        Modificación
En aplicación del Art. 5 del Pliego Único de Bases y Condiciones Generales para contratos de Obras Públicas de la Sección I se comunica la modificación introducida al pliego de condiciones particulares que rige el presente llamado: 

- Respecto a sistema de ALARMA CONTRA  INTRUSOS:

Se adjunta nuevo plano de ubicación de medidas, donde se agregan dos sirenas.

Se dan especificaciones técnicas del sistema que debe incluir: 

- 1 sirena exterior autoalimentada con luz


- 1 sirena interior


- Protección anti vandálica


- 1 alarma con gprs incorporado


- 2 teclados alfa numéricos


- Receptor inalámbrico  


- Conexión Ethernet incorporada en placa


- Sensores doble tecnología


- Monomarca (central y censores misma marca)


- Se adjunta fichas técnicas:
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SUB SUELO - ALARMA c/INTRUSOS



NOTA:



LA UBICACIÓN EN PLANTA Y ALTURAS DEFINITIVAS DE TODOS LOS DISPOSITIVOS SERÁN COORDINADOS EN OBRA
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NIVEL 1 - ALARMA c/INTRUSOS



NOTA:



LA UBICACIÓN EN PLANTA Y ALTURAS DEFINITIVAS DE TODOS LOS DISPOSITIVOS SERÁN COORDINADOS EN OBRA
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PLANTA BAJA - ALARMA c/INTRUSOS



NOTA:



LA UBICACIÓN EN PLANTA Y ALTURAS DEFINITIVAS DE TODOS LOS DISPOSITIVOS SERÁN COORDINADOS EN OBRA












PB-TACD2274S.xlsx

PB-TVAD106VA








									Waterproof Bullet TVI/CVI/AHD/960H Camera, 2.0MP, 40M IR Range





									●    Transfer HD video over 75-3 or similar cable at least 500m
●    Max 30m night vision
●    Varifocal lens 2.8-12mm
●    30FPS @ 1080P
●    YUV separates, Signal filtering
●    3DNR for the higher definition and the better image restitutor
●    Realtime video without compression
●    3-axis adjustable bracket, adapt to ceilling mount and wall mount
●    AWB,AE,AGC,BLC,3D-NR
●    Dual ICR filters, Day/night mode auto switching
●    Good compatibility with analog peripheral unit including Video Splitter, Matrix and so on
●    Totally Plug and Play
●    DC12





									PB-TACD2274S


									Camera


									Image Sensor			Sony IMX323


									Processor			Korean MS365


									Max.Pixels			2 Megapixel,  1920x1080


									Frame rate			30FPS


									Min.Illumination			Color:0.1Lux@F1.7, Black&White: 0Lux (IR LEDs On)


									Lens Specs			Varifocal Lens 2.8-12mm


									Infared LEDS			42 IR LEDs,  IR range 40M


									ICR Filter			Dual Optical Filters,  Day/Night modes auto switch


									OSD			YES


									Shutter speed			1/25 ~ 1/100,000 second


									S/N Ratio			> 50dB


									Video


									Scanning System			Progressive


									Synchronization			Internal


									Noise reduction			3D-NR


									BLC			Auto


									White Balance			Auto


									Gain Control			Auto


									Interface


									Video Output			1Vp-p,75ohm, BNC


									Transmission			500meters(75-3)


									General


									Bracket			3-axis manual adjustable bracket


									Installation type			Ceiling mount , Wall mount


									Housing Material			Superior aluminum alloy,  Good cooling effect


									Ingress Protection			IP67


									Application			Outdoor and Indoor


									Working temperature 			 -20℃ ~ 60℃﻿ 


									Storage Temperature 			 -20℃ ~ 70℃﻿ 


									Humidity			 < 95% (No condensing)


									Power Supply			DC Female interface,  DC12V±10%


									Distributed by: Teleimpresores  (+598) 2902 0294
Website: http://www.bigrocks.cn
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PB-TACD2256S.xlsx

PB-TVAD106VA








									Waterproof Dome TVI/CVI/AHD/960H Camera, 2.0MP, 30M IR Range





									●    Transfer HD video over 75-3 or similar cable at least 500m
●    Max 30m night vision
●    Varifocal lens 2.8-12mm
●    30FPS @ 1080P
●    YUV separates, Signal filtering
●    3DNR for the higher definition and the better image restitutor
●    Realtime video without compression
●    3-axis adjustable bracket, adapt to ceilling mount and wall mount
●    AWB,AE,AGC,BLC,3D-NR
●    Dual ICR filters, Day/night mode auto switching
●    Good compatibility with analog peripheral unit including Video Splitter, Matrix and so on
●    Totally Plug and Play
●    DC12





									PB-TACD2256S


									Camera


									Image Sensor			Sony IMX323


									Processor			Korean MS365


									Max.Pixels			2 Megapixel,  1920x1080


									Frame rate			30FPS


									Min.Illumination			Color:0.1Lux@F1.7, Black&White: 0Lux (IR LEDs On)


									Lens Specs			Varifocal Lens 2.8-12mm


									Infared LEDS			36 IR LEDs,  IR range 30M


									ICR Filter			Dual Optical Filters,  Day/Night modes auto switch


									OSD			YES


									Shutter speed			1/25 ~ 1/100,000 second


									S/N Ratio			> 50dB


									Video


									Scanning System			Progressive


									Synchronization			Internal


									Noise reduction			3D-NR


									BLC			Auto


									White Balance			Auto


									Gain Control			Auto


									Interface


									Video Output			1Vp-p,75ohm, BNC


									Transmission			500meters(75-3)


									General


									Bracket			3-axis manual adjustable bracket


									Installation type			Ceiling mount , Wall mount


									Housing Material			Superior aluminum alloy,  Good cooling effect


									Ingress Protection			IP66


									Application			Outdoor and Indoor


									Working temperature 			 -20℃ ~ 60℃﻿ 


									Storage Temperature 			 -20℃ ~ 70℃﻿ 


									Humidity			 < 95% (No condensing)


									Power Supply			DC Female interface,  DC12V±10%


									Distributed by: Teleimpresores  (+598) 2902 0294
Website: http://www.bigrocks.cn























































































Main Features
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PB-TACD1270S.xlsx

PB-TACD1252A








									Waterproof bullet TVI/CVI/AHD/960H Camera, 2.0MP, 30M IR Range





									●    Transfer HD video over 75-3 or similar cable at least 500m
●    Max 30m night vision
●    Fixed lens 3.6 mm
●    30FPS @ 1080P
●    YUV separates, Signal filtering
●    3DNR for the higher definition and the better image restitutor
●    Realtime video without compression
●    3-axis adjustable bracket, adapt to ceilling mount and wall mount
●    AWB,AE,AGC,BLC,3D-NR
●    Dual ICR filters, Day/night mode auto switching
●    Good compatibility with analog peripheral unit including Video Splitter, Matrix and so on
●    Totally Plug and Play
●    DC12





									PB-TACD1270S


									Camera


									Image Sensor			Sony IMX 323


									Processor			Korean MS365


									Max.Pixels			2 Megapixel,  1920x1080


									Frame rate			30FPS


									Min.Illumination			Color:0.1Lux@F1.7, Black&White: 0Lux (IR LEDs On)


									Lens Specs			Fixed lens 3.6mm


									Infared LEDS			36 IR LEDs,  IR range 30M


									ICR Filter			Dual Optical Filters,  Day/Night modes auto switch


									OSD			YES


									Shutter speed			1/25 ~ 1/100,000 second


									S/N Ratio			> 50dB


									Video


									Scanning System			Progressive


									Synchronization			Internal


									Noise reduction			3D-NR


									BLC			Auto


									White Balance			Auto


									Gain Control			Auto


									Interface


									Video Output			1Vp-p,75ohm, BNC


									Transmission			500meters(75-3)


									External Interface


									Video Output			1Vp-p,75ohm, BNC


									Transmission			500meters(75-3)


									Audio Output			/


									Alarm I/O			/


									General


									Bracket			3-axis manual adjustable bracket


									Installation type			Ceiling mount , Wall mount


									Housing Material			Superior aluminum alloy,  Good cooling effect


									Ingress Protection			/


									Application			Outdoor and Indoor


									Working temperature 			 -20℃ ~ 60℃﻿ 


									Storage Temperature 			 -20℃ ~ 70℃﻿ 


									Humidity			 < 95% (No condensing)


									Power Supply			DC Female interface,  DC12V±10%


									Distributed by: Teleimpresores  (+598) 2902 0294
Website: http://www.bigrocks.cn






















































































Main Features
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PB-TACD1241S.xlsx

PB-TACD1241A








									Waterproof Dome TVI/CVI/AHD/960H Camera, 2.0MP, 30M IR Range





									●    Transfer HD video over 75-3 or similar cable at least 500m
●    Max 30m night vision
●    Fixed lens 3.6 mm
●    30FPS @ 1080P
●    YUV separates, Signal filtering
●    3DNR for the higher definition and the better image restitutor
●    Realtime video without compression
●    3-axis adjustable bracket, adapt to ceilling mount and wall mount
●    AWB,AE,AGC,BLC,3D-NR
●    Dual ICR filters, Day/night mode auto switching
●    Good compatibility with analog peripheral unit including Video Splitter, Matrix and so on
●    Totally Plug and Play
●    DC12





									PB-TACD1241S


									Camera


									Image Sensor			Sony IMX323


									Processor			Korean MS365


									Max.Pixels			2 Megapixel,  1920x1080


									Frame rate			30FPS


									Min.Illumination			Color:0.1Lux@F1.7, Black&White: 0Lux (IR LEDs On)


									Lens Specs			Fixed lens 3.6mm


									Infared LEDS			12 4th Gen IR LEDs,  IR range 25M


									ICR Filter			Dual Optical Filters,  Day/Night modes auto switch


									OSD			YES


									Shutter speed			1/25 ~ 1/100,000 second


									S/N Ratio			> 50dB


									Video


									Scanning System			Progressive


									Synchronization			Internal


									Noise reduction			3D-NR


									BLC			Auto


									White Balance			Auto


									Gain Control			Auto


									Interface


									Video Output			1Vp-p,75ohm, BNC


									Transmission			500meters(75-3)


									General


									Bracket			3-axis manual adjustable bracket


									Installation type			Ceiling mount , Wall mount


									Housing Material			Superior aluminum alloy,  Good cooling effect


									Ingress Protection			IP67


									Application			Outdoor and Indoor


									Working temperature 			 -20℃ ~ 60℃﻿ 


									Storage Temperature 			 -20℃ ~ 70℃﻿ 


									Humidity			 < 95% (No condensing)


									Power Supply			DC Female interface,  DC12V±10%


									Distributed by: Teleimpresores
Website: http://www.bigrocks.cn
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HAC830F
All-in-One Analog HD DVR supporting Analog video & IP video stream



Key Features



－8ch All-in-One Analog HD DVR



－Supports diverse video standards



① Analog HD : HD-TVI, HD-A, HD-C(TBD) / 1080p, 720p



② Analog SD : CVBS, 960H (NTSC/PAL)



③ IP video stream : 4ch supported



－Up to 30fps@1080p recording and playback performance per 
channel



－Adjustable recording quality and framerate per channel



－Supports Dual Codec(H.264,JPEG) & Multi Stream



－HDMI, VGA video output



－Various Live and Playback display (1/4/9 Split-screen)



－1 Internal SATA Type HDDs (8TB HDD supported)



－Date/Time, Calendar/Time-line, Event, Thumbnail, Text Search
available



－At-the-PC Playback of removed DVR HDD



－Provides bundle CMS program, managing Max. 1,024 DVRs in 
various ways such as E-map, Viewset



－Java Viewer for Chrome, Firefox, Safari



－HTML5 webviewer supported with no need of any ActiveX or NPAP 
plug-in



－Supports various mobile platform (iPhone/Android Viewer)



－The easiest mobile connection by P2P function



－Provides Full SDK for easy and powerful customization



Front



Back



Dimensions (Unit : mm)



HD-CCTV DVR
Rev 1.5











Specifications



VIDEO INPUT



Video input 



Format



BNC



HD-TVI 1080p/720p



HD-A / HD-C 1080p(TBD)



Analog 960H/SD



IP Onvif Profile-S (4ch supported)



Resolution / 



Frame Rate



HD-TVI
1920x1080 / 25, 30fps



1280x720 / 25, 30fps



HD-A / HD-C(TBD) 1920x1080 / 25, 30fps



Analog 960H 960x480 / 60i or 960x576 / 50i



Analog SD     720x480 / 60i or 720x576 / 50i



IP 1920x1080 / 2048x1536



Connectors 8ch, 75Ω BNC connector



CoC 8ch, Control over Coax



VIDEO OUTPUT



Video output



HDMI/VGA 



Duplicate Mode



1, 4, 9 split-screen



HDMI : 1920 x 1080



VGA:1920x1080



User defined display / Alarm pop-up / 



Sequential switching



with Analog Spot



VGA Spot Mode Not Supported



Analog Spot



1, 4, 9 split-screen



CVBS



User defined display / Sequential switching



RECORDING



Compression H.264 / JPEG



Resolution 1920 x 1080, 1280 x 720, 960 x 480(576)



Rate Max. 240/200 fps



Quality 10 levels up to 8Mbps



Mode
Normal / Event Record, Schedule / Event Record, 



Emergency Record



Schedule 24hrs / 7days



PLAYBACK



Mode Instant Playback / Search



Speed Max. 240/200 fps



Search type
Date/Time, Calendar/Time-line, Event, 



Thumbnail(Interval/Motion), Text, Bookmark



Block playback 24hours ~ 99days



EVENT & ALARM



Event source MD(Motion Detection), Sensor, Video Loss



Event check Sc



ehdule
24hrs / 7days



Event action
Buzzer, Relay, E-mail, FTP, Alarm pop-up



Mobile Alarm Push



MD area 15 x 10



SYSTEM ALARM



Alarm source HDD fail, HDD almost full, Password fail, WRS fail



Alarm action Warning message, Buzzer, E-mail, Mobile Alarm Push



AUDIO



Input/output 4 RCA input  / HDMI &  1 RCA output



Compression ADPCM (32Kbps, 8KHz, 16bit sampling)



Direction Both



PTZ



Protocols 
41 models including C1080, C1080PT-Z20B, C1080PT-Z10B, 



Pelco-D, Pelco-P, Samsung, Panasonic and others



NETWORK



Interface 1 Ethernet  port (10/100Mbps)



Type Static IP, Dynamic IP, xDSL, UPnP, RTSP



DDNS WNS, DynDNS, NoIP, WRS



Bandwidth lim



it
Supported



NTP Server / Client / Both



Users 10 Monitoring, 4 Playback



Streaming



H.264 stream, High resolution



1 additional H.264 stream, Normal resolution



1 JPEG stream, Normal resolution for e-mail or mobile



SECURITY



User level 1 admin, 10 users



User privilege Playback, Menu, Copy, PTZ, CameraSetup, Relay, Power, NetworkMic



IP filtering Supported



STORAGE & BACKUP



Storage devic



es
1 internal SATA HDDs



File system
Proprietary file system 



Data-loss protection against power-failure



Backup type



EXE : multi channel with log



AVI : single channel 



JPEG : single channel capture



Backup devic



e
USB 2.0 drive (2 ports)



S.M.A.R.T. Temperature and Health checking



SERIAL PORT



Serial port 1 RS-485



Sensor input 4 Dry-contacts



Relay output 1 Relay



CONTROLLER



Device IR remote controller, Joystick Keyboard, Mouse



SOFTWARE



HTML5 



Web viewer
Monitoring / Event / PTZ / Playback for browser supporting HTML5



Web viewer Monitoring / Event / PTZ / Playback for IE



Java viewer Monitoring / Event / PTZ for IE, Chrome, Safari



Mobile viewer
Monitoring / Playback / Alarm Push / PTZ / Audio / Log View 



with iPhone & Android



CMS Control Center, Max. 1024 Units



SDK ActiveX(COM) SDK



ENVIRONMENTAL & PHYSICAL



Dimension 300(W) x 247.8(D) x 45(H) mm



Weight 1.16kg (No HDD)



Operating



Temperature
5°C~45°C (41°F ~ 113°F)



Power DC 12V / 3A



Power Consu



mption
Max. 8W (without HDD)



Approval FCC, KC, CE, RoHS



Premium to your HD-CCTV
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HAC1630F
All-in-One Analog HD DVR supporting Analog video & IP video stream



Key Features



－16ch All-in-One Analog HD DVR



－Supports diverse video standards



① Analog HD : HD-TVI, HD-A, HD-C(TBD) / 1080p, 720p



② Analog SD : CVBS, 960H (NTSC/PAL)



③ IP video stream : 4ch supported



－Up to 30fps@1080p recording and playback performance per 
channel



－Adjustable recording quality and framerate per channel



－Supports Dual Codec(H.264,JPEG) & Multi Stream



－HDMI, VGA video output



－Various Live and Playback display (1/4/9/10/13/16 Split-screen)



－Max. 2 Internal SATA Type HDDs (8TB HDD supported)



－Date/Time, Calendar/Time-line, Event, Thumbnail, Text Search 
available



－At-the-PC Playback of removed DVR HDD



－Provides bundle CMS program, managing Max. 1,024 DVRs in 
various ways such as E-map, Viewset



－Java Viewer for Chrome, Firefox, Safari



－HTML5 webviewer supported with no need of any ActiveX or NPAP 
plug-in



－Supports various mobile platform (iPhone/Android Viewer)



－The easiest mobile connection by P2P function



－Provides Full SDK for easy and powerful customization



Front



Back



Dimensions (Unit : mm)



HD-CCTV DVR
Rev 1.4











Specifications



VIDEO INPUT



Video input 



Format



BNC



HD-TVI 1080p/720p



HD-A / HD-C 1080p(TBD)



Analog 960H/SD



IP Onvif Profile-S (4ch supported)



Resolution / 



Frame Rate



HD-TVI
1920x1080 / 25, 30fps



1280x720 / 25, 30fps



HD-A / HD-C(TBD) 1920x1080 / 25, 30fps



Analog 960H 960x480 / 60i or 960x576 / 50i



Analog SD     720x480 / 60i or 720x576 / 50i



IP 1920x1080 / 2048x1536



Connectors 16ch, 75Ω BNC connector



CoC 16ch, Control over Coax



VIDEO OUTPUT



Video output



HDMI/VGA 



Duplicate Mode



1, 4, 9, 10, 13, 16 split-screen



HDMI : 1920 x 1080



VGA : 1920x1080, 1280x1024, 1024x768



User defined display / Alarm pop-up / Sequential switching



with Analog Spot



VGA Spot Mode



1, 4, 9, 16 split-screen



1920x1080, 1280x1024, 1024x768



User defined display / Sequential switching



without Analog Spot



Analog Spot



1, 4, 9, 16 split-screen



CVBS



User defined display / Sequential switching



RECORDING



Compression H.264 / JPEG



Resolution 1920 x 1080, 1280 x 720, 960 x 480(576)



Rate Max. 480/400 fps



Quality 10 levels up to 8Mbps



Mode Normal/Event Record, Schedule/Event Record, Emergency Record



Schedule 24hrs / 7days



PLAYBACK



Mode Instant Playback / Search



Speed Max. 480/400fps



Search type
Date/Time, Calendar/Time-line, Event, Thumbnail(Interval/Motion), 



Text, Bookmark



Block playba



ck 
24hours ~ 99days



EVENT & ALARM



Event source MD(Motion Detection), Sensor, Video Loss



Event check 



Scehdule
24hrs / 7days



Event action
Buzzer, Relay, E-mail, FTP, Alarm pop-up



Mobile Alarm Push



MD area 15 x 10



SYSTEM ALARM



Alarm source HDD fail, HDD almost full, Password fail, WRS fail



Alarm action Warning message, Buzzer, E-mail, Mobile Alarm Push



AUDIO



Input/output 4 RCA input  / HDMI &  1 RCA output



Compression ADPCM (32Kbps, 8KHz, 16bit sampling)



Direction Both



PTZ



Protocols 
41 models including C1080, C1080PT-Z20B, C1080PT-Z10B, 



Pelco-D, Pelco-P, Samsung, Panasonic and others



NETWORK



Interface 1 Ethernet  port (10/100Mbps)



Type Static IP, Dynamic IP, xDSL, UPnP, RTSP



DDNS WNS, DynDNS, NoIP, WRS



Bandwidth limit Supported



NTP Server / Client / Both



Users 10 Monitoring, 4 Playback



Streaming



H.264 stream, High resolution



1 additional H.264 stream, Normal resolution



1 JPEG stream, Normal resolution for e-mail or mobile



SECURITY



User level 1 admin, 10 users



User privilege Playback, Menu, Copy, PTZ, CameraSetup, Relay, Power, NetworkMic



IP filtering Supported



STORAGE & BACKUP



Storage devices 2 internal SATA HDDs



File system
Proprietary file system 



Data-loss protection against power-failure



Backup type



EXE : multi channel with log



AVI : single channel 



JPEG : single channel capture



Backup device USB 2.0 drive (2 ports)



S.M.A.R.T. Temperature and Health checking



SERIAL PORT



Serial port 1 RS-485



Sensor input 4 Dry-contacts



Relay output 1 Relay



CONTROLLER



Device IR remote controller, Joystick Keyboard, Mouse



SOFTWARE



HTML5 Web



viewer
Monitoring / Event / PTZ / Playback for browser supporting HTML5



Web viewer Monitoring / Event / PTZ / Playback for IE



Java viewer Monitoring / Event / PTZ for IE, Chrome, Safari



Mobile viewer
Monitoring / Playback / Alarm Push / PTZ / Audio / Log View 



with iPhone & Android



CMS Control Center, Max. 1024 Units



SDK ActiveX(COM) SDK



ENVIRONMENTAL & PHYSICAL



Dimension 430(W) x 290(D) x 55(H) mm



Weight 2.35Kg (No HDD)



Operating



Temperature
5°C~45°C (41°F ~ 113°F)



Power DC 12V / 4A



Power Consumpti



on
Max. 15W (without HDD)



Approval FCC, KC, CE, RoHS



Premium to your HD-CCTV











