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TS306XIE&E /T J-boxes Overview
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Use high quality materials that guarantee long-term reliability
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Narrower size of TS306x series Split J-Box to lower the risk of covering cells.
o [HIFERILEIIP68, TIFEREE-40 °Cto 85 °C

IP68 rating and operating temperature range from -40 °C to 85 °C
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7= i A5 Product Model TS306x

7= i T Product Sizes ;égigjgzﬂimmgb}s)
x=F15: 15A\1500V; x=T15: 15A\1000V

WUE FLIRVETE HL x=F20: 20A\1500V; x=T20: 20A\1000V

Rated Current\Rated Voltage x=F25: 25A\1500V; x=T25: 25A\1000V
x=F25: 30A\1500V; x=T30: 30A\1000V

fik i [ Rated Impulse Voltage ii?igﬁggﬁg?_’gg gix

ek T AF HE s Max.Working Voltage 100V

J% ] Hi i Reverse Current 54A

R Internal Resistance <5mQ (A E24iNo cable)

14 FF1 5. /% Ambient Temperature -40°C~85°C

BH #2525 Flammability Class 5VA

‘74252 Protection Level Class II

Bli4P42% Degree of Protection IP68

— M k% Diode Specifications Trina TM3045-x (x=15\20\25\30)

£L 25 3k Cable Specifications Amm28&12AWG

B B Material PPE

S44&%4 % Conductor Material #iCopper

R 24K Connector Type TS4\MC4 EVO2\MC4

%%+ 77\Sealing Mode VE K Potting

NI % Centicate No TOV_ R 5046 740285042 0542
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