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TS303x&TS303xyiE&EEE/r J-boxes Overview
o FRASREMH , MEKHHTEY

Use high quality materials that guarantee long-term reliability

o FEEMNRTIRIHEREIN R IEEXG

Narrower size of TS303x&TS303xy series Split J-Box to lower the risk of covering cells.
o [HIFERILEIIP68 , TIFRREE-40 °C to 85 °C

IP68 rating and operating temperature range from -40 °C to 85 °C
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TS303x&TS303xyiE&E S AES41)-boxes Specifications

P B Product Mode T30y IECE2750BULS703
7% i JR <) Product Sizes g?;:;jg:i:gzzgkﬂ\li)
5% H J& Rated Voltage i:BEI’ar(\:k,EA,llgool\;SOOV
Jik iy s Rated Impulse Voltage iz?é?_rél’(:éA'igK\/lsKv
e K AE H - Max.Working Voltage 100V

x=Blank, -B: 15A
A H1Yi Rated Current x=-A, -C: 17A

x=-D, -E: 20A
J% 7] Hi Jfit Reverse Current 39A
AR BH Internal Resistance <5mQ (AEZE45No cable)
{5 FH 5 Ambient Temperature -40°C~85C
FHLEA %5 2% Flammability Class 5VA
4552 Protection Level Class 11
74454 Degree of Protection IP68
2 245 Hk% Cable Specifications AmMm?&12AWG
Bk Material PPE
Sk H k] Conductor Material i Copper
a2 28 FU % Connector Type TS4\MC4
24+ 77 \Sealing Mode #E K2 Potting
NIEEF5 5 Certificate No. TUV: R5042 0542 & UL: E363 393
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