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IEC: 62930 IEC 131 1X4mm? HALOGEN FREE LOW SMOKE
EN: H1Z272-K 1X4.0mm?

& =R kR#EProduct Standard:
IEC 62930& EN50618, M K& WIEtsiE. IEC 62930& EN50618 and Trina solar Standard.

€ Z5#JConstruction:

TR LA PEB 2 (IEC 60228 Class 5) 56/%/0.285+0.008mm, HRZ EHF: 2.46mm
Conductor Stranded tinned copper (IEC 60228 Class 5) 56/0.285-0.008, Stranded OD:2.46mm
Y% M M AZHR SR ke, Bt PR (S
Insulation Halogen free crosslinked polyolefin, Color: Black
e MG K ACHR SR e, Bt RS
Sheath Halogen free crosslinked polyolefin, Color: Black
Hhz
+
oD 5.7£0.2mm

FFE1ECE SR For IEC62930 Standard: 62930 IEC 131 1X4mm? DC1500V HALOGEN
EIE FREE LOW SMOKE Trina Solar Co., Ltd. R 50451199

Marking FFEENZER For EN50618 Standard: EN 50618 H1Z2Z2-K 1X4mm?2 DC1500V Trina
Solar Co., Ltd. R50426462

& [N Application:

S 2 425k e
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L Suited for connecting PV system inside and outside of buildings and
Application .
equipment.
HUE LT
Rated Voltage IEC1500V/EN1500V
TR o
Working temperature -40~+90°C
5 = 2R I .
Max.conductor temperature 120
o B .
Short circuit temperature 200C. 58
25 i1 21-42Bending radius 6D
FfLife Period >254E >25years
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& 1B Properties:

. -
Maximum%(igi?t;:(iﬁegff écfr?di():tor at20C =5.090/KM, 1EC 60228
Yy g
Insulﬁi Eraeﬁsﬁi-st(azn?:tszj ;t 20°C 210%Q-cm, |EC 60227-2
Yy |
Insulfij ErEeBs:Eist(agn(::;j ;t 90°C 210%0-om, IEC 60227-2
Rafzfv%;ige IEC1500V/EN1500V/UL2000V
PIGE /) AC 6.5KV 5min, IEC 60245-2
Dielectric Strength (AC) A% No break
#2431k 5% % Tensile strength of insulation >10.3Mpa
#i 2K elongation of insulation 2125%
P EPIK I E Tensile strength of sheath >10.3Mpa
£ {# K Eelongation of sheath 2125%
iif & 44.0zone resistant IEC 60811-403
i1 UV resistant Annex E, 60 W/m2+15 %,300 and 400 nm,720 h
HEHIADamp heat IEC 60068-2-78
IR /i Low temperature impact IEC 60811-506
fRIR%S: (-40°C,16h) B
Cold bending No crack
fit#¥% Fire performance IEC60332-1 & UL VW-1

& SHEPPME Current Rating Ambient Temperature: 30°C

AR E 7 2 A PR A T R T P2 R T AH EL I 48 On
% 71 Installation method At/tjr:e alir On surface without surface without opposite
opposite contact contact
4% & Current rating 55A 52A 44A

€ \E%E Certificate NO.:
v IEC62930(R5045 1199)
v EN 50618(R5042 6462)
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