TS4 32212 HTS4 Connector Datasheet

TSAiEEZ2EITS4 Connector Overview

o FRBREMH , MK

Use high quality materials that guarantee long-term

reliability
o (iERMEEME , BHIMEEN , MRt

Lower contact resistance and higher current transfer

capability ensure high product efficiency

® [/KEHRILEIP6S , TIERE-40 °Cto 85 °C
TS4 connectors have IP68 water-proof rating and can
be used in a wide operating temperature range from -

40 °Cto 85°C

TERiERZEEPositive Connector

g g o e 0

AtkiERzEENegative Connector

TSAEEREEI AR S#4TS4 Connector Specifications

ZNEFE/ERated voltage

IEC 1500V&UL 1500V

TERRated current @IEC ( 85°C)

41A (4.0mm? / 12AWG )
46A (6.0mm? / 10AWG )
55A ( 10.0mm? / 8AWG )

#ERKPEEERated impulse voltage 16KV
INEEESEEAmbient temperature range -40°C~+85°C
#E=fEEfEContact resistance <0.5mO

N FBESKApplication degree Class A
BHiP2EBIProtection class Class II
SRERKPollution degree 2

BrtPEZDegree of protection

IP68 (1m, 1h) , EfFidmated
IP2X , FKiF&unmated

PE¥AZELR Flame class

UL94-vo

saisttBHnsulation material

m-PPE/PA

&EMElContact material

A, 4855 Copper, Tin-plated

&R Type of termination [E#Crimping
MEFRSLocking system(UL) #AILocking type
TUVIEC62852 R50401767
UL,UL6703 E486009
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SMRR~TElAppearance Size Drawing(mm)

(63,0

219.2

#5.3

(65,92

219.2

ik BiZEProduct Selection Form

ERATIME SEER
REType #=L=2Pp/N Cable OD Conductor Cross Section
mm mm?2 AWG
TS4-F1 7A000986
4.7-6.0
TS4-M1 7A000987
TS4-F2 7A000982
5.6-6.8
TS4-M2 7A000983
TS4-F3 7A000988
6.0-6.6 4.0/6.0 12/10
TS4-M3 7A000989
TS4-F4 7A000984
6.0-7.2
TS4-M4 7A000985
TS4-F5 7A000992
TS4-M5 7A000981
7.2-8.7
TS4-F6 7A000990
10.0 8
TS4-M6 7A000991
T B#fToolkit
e [EHH
TE TOOL #E QY. Rivet Clamp
St ) BrIRF
FEtHStrip Clamp 1 pc Plastic Spanner
ety FIZtH
[E##HRivet Clamp 1pc Strip Clamp
#BRRFPlastic Spanner 2 pcs

www.trinasolar.com




